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Design Exception #7
Height Exception for Sculpted Shotcrete Walls at MP185 and MP187
Design Exception Statement

Facing the walls at MP185 and MP187 with a sculpted shotcrete treatment is recommended. This
wall treatment will complement the historic Vail Pass aesthetics and is consistent with the site-
specific construction methods and geotechnical conditions at these locations.

The height of the individual tiers varies, and some locations exceed 12’ based on the location specific
topography. Wall height, color, and texture of the shotcrete will reflect the surrounding rock
formations. The top of the wall will undulate, and planting areas will be included in the wall layout.

Process

A presentation was made to the Technical Team on January 24, 2022. It was agreed that a memo would
be distributed presenting the details of the wall heights and after reading the memo the TT would
provide their concurrence through email.

A memo was written and emailed to the Technical Team on February 1, 2022. Email concurrence from
TT members was recorded in an excel spreadsheet.

Two TT members had comments on the memo, the comments were addressed, and the actual Design
Exception statement was revised based on the comments.

The revised Design Exception was presented at the Technical Team on February 14, 2022. Meeting notes
document aesthetic concerns regarding the appearance of the sculpted shotcrete. No concerns were
expressed regarding design exception for the height of the walls.

The Design Exception process was reviewed by the Project Leadership Team on February 11, 2022.
Meeting notes document their agreement that the CSS process was followed.

Documentation for the Design Exception #7:

Technical Team presentation January 24, 2022, slides 22 - 33; and February 14, 2022, slides 5 - 10. Draft
Memo

Record of email concurrence

Comments and responses

Final Memo

Project Leadership Team presentation February 11, 2022 — slides 20 through 31

April 13, 2022
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Summary of TT aesthetic concern and the design team’s approach are included below.

Technical Team Aesthetic Concern — Sculpted Shotcrete will not appear natural

Design Plan, Specifications, and Field Supervision to address the concern — As directed in the
Aesthetic Guidelines, the plans and specifications will indicate undulations on the top of the wall,
vertical and horizontal striations will be incorporated into the shotcrete, a variety of colors will be used,
and a planting area with varying widths will constructed between the tiers.

A pre-qualified subcontractor experienced in high quality sculpted shotcrete walls will be engaged. A
sample of the shotcrete showing the various colors and textures will be built. The landscape architect
will review it and give approval.

April 13, 2022
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Existing sculpted rock
slope in the Narrows

Sculpted Shotcrete Wall
at Truck Escape Ramp
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Design Exception

Comments and Responses

Comments included:
How will drainage be handled?
What is the actual height of the walls?
What is the length of walls over 12'?

Confusing statement “rock sculpting was considered on the
existing rock.”

Edits
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Design Exception

Comments and Responses

Text in red has been added to
the memo.

Context for the Design Exceptions

Walls are needed at I-70 MP185 and MP187, both of which are located above the I-70 roadway and, therefore, visible from
I-70. The walls will be constructed as soil nailed walls. The I-70 Mountain Corridor Engineering Design Criteria includes
design criteria that all roadway retaining walls over 12’ in height will be installed below the elevation of the roadway. A
design exception is proposed because the walls at MP185 and MP187 vary in height from 10’ to 16’. A-desigh-exceptionis
proposed-to-exceed-this-heightwhenthe-These walls are proposed to be faced with sculpted shotcrete thatin order to better
blend with the natural environment. The facing of these walls was carefully considered using the 1-70 Mountain Corridor
Design Criteria and the West Vail Pass Aesthetic Guidelines.

Process for the Design Exceptions - NO CHANGES TO THIS SECTION

The Aesthetic Guidelines Section 03 Transportation Support Structures state the following for wall designs. Each wall
design will complement the historic Vail Pass wall aesthetics in a cohesive way but will be designed to meet site
specific construction methods, safety improvements, and geotechnical conditions.

To best blend the wall into the surrounding environment and to reduce the scale of the wall, planting areas and varied heights will be
included to break up the length including connections to existing natural drainage. Other methods to break up the smooth face of the wall
will be included such as deep relief in the sculpted pattern, larger sculpted features in the wall, and placing large, excavated boulders in
front of the wall.
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the memo.

Wall at MP 185 Analysis

Walls at MP 185 were refined to minimize the total area and height of walls and avoid impact to a
nearby FEN wetland. The alignment chosen reduced the overall wall height from the EA
conceptual wall layout and minimizes the height of the wall above 1I-70 for the INFRA project. The
design accommodates the future widening. With the new alignment, the walls vary from 10’ to 16’
in height. Approximately 52% of the wall length is over 12’ in height.

Existing drainage patterns will generally be maintained at this wall location. The relocated US 6
Trail will intercept and channelize some offsite flows and convey them beyond the end of the wall
to the west to drainage features under I-70. The existing drainage at the FEN location will be
perpetuated under the Trail; flows from the FEN area will spill over the wall face and into the
drainage swale/snow storage area adjacent to WB I-70.
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Design Exception

Comments and Responses

Text in red has been added to
the memo.

Wall at MP 187 Analysis

Walls at MP 187 were refined to minimize the total area and height of the walls. Using the
existing rock was considered at MP 187. The existing rock is not stable enough to ensure a
long-term face without rock falls. This wall has a 13.5" maximum height and is 550’ long,
with approximately 9% of the wall over 12’ in height.

The wall is following the falling topography from east to west. Water will be directed along
the top and bottom of the wall and channeled into drainage features. If the natural drainage
currently flows directly toward the road, the wall may be sculpted to allow water to fall over
and down the face.
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